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	ANNUAL CERTIFICATION FOR 

BLOWOUT PREVENTERS, ACCUMULATORS, PUMPS AND SECONDARY STSTEMS
	1. Name & address of company owning equipment

     

	By authority of Part 615 or Part 625 

of Act 451 PA 1994, as amended.  

Non-submission and/or falsification of this information 

may result in fines and/or imprisonment.
	Rig name & type that equipment is assigned to

     

	2. BLOWOUT PREVENTER ASSEMBLY COMPONENTS TESTED   (If more than 2 sets of rams, use additional sheets)

	
	Annular
	Blind ram
	Pipe ram

	Manufacturer
	     
	     
	     

	Model No
	     
	     
	     

	Serial No
	     
	     
	     

	Working pressure
	     
	     
	     

	Test pressure
	     
	     
	     

	Opening volume
	     
	     
	     

	Closing volume
	     
	     
	     

	3. BLOWOUT PREVENTER ASSEMBLY PRESSURE TEST

	Unit
	Annular
	Blind rams
	Pipe rams
	Upper kelly ck
	Lower kelly ck.
	Inside BOP

	Pressure applied
	     
	     
	     
	     
	     
	     

	Time held
	     
	     
	     
	     
	     
	     

	Final pressure
	     
	     
	     
	     
	     
	     

	Operate locking screws
	     
	     
	     
	     
	     
	     

	4. ACCUMULATOR AND BOP CONTROL MANIFOLD

	System pressure reducing valve     FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	Annular regulating valve      FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No

	Accumulator volume & type
	Bottle precharge pressure

	     
	No. 1      
psi
	No. 2      
psi
	No. 3      
psi
	No. 4      
psi

	Hydraulic pumps
	System pressure rating

	No. 1 type       ______________________ gpm
	No. 2 type      ___________________ gpm
	     

	Air    FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	Nirtogen   FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	Electrical    FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No

	No.of stations

     
	Other

     

	Blind ram control guard    

 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No

	Reservoir tank volume

Total gals capacity      
Gals/in      

	Reservoir level

Bottles empty      
 in        Bottles full      
 in
	Controls labelled correctly  

 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No

	5. REMOTE STATION   FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No

	Number of stations

     

	Power supply

     
	Location

     
	Pressure on line

     
psi

	Control line tested    FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	Blind ram control guard on
 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	Labelled correctly   FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	Fluid in system   FORMCHECKBOX 
 Air    FORMCHECKBOX 
 Liquid

	6. ACCUMULATOR PERFORMANCE TEST

	Blowout preventer unit
	accumulator only pressure
	pump only pressure
	Accumulator recharge time

	
	Time
	Initial
	Final
	Time
	Initial
	Final
	Minutes
	Seconds

	Annular
	     
	     
	     
	     
	     
	     
	     
	     

	Blind rams
	     
	     
	     
	     
	     
	     
	     
	     

	Top pipe rams
	     
	     
	     
	     
	     
	     
	     
	     

	Pipe rams
	     
	     
	     
	     
	     
	     
	     
	     

	7. CHECK OF ACCUMULATOR BOTTLES

	(Pumps/power off)  Starting pressure       psi
	After closing bottom rams      
 psi
	After closing top rams     
 psi

	After closing annular      
 psi
	Calculated fluid volume remaining      
 gals to      
 psi

	

	8. Visual Check Comments

     

	9. What two (2) types of OPERABLE secondary closing systems are installed

     

	10.  FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No    Are all kill, choke valves and checks independently pressure tested to manufactureres working pressure?

ANNULAR BOP, BLIND RAMS, PIPE RAMS AND ACCUMULATOR ARE CERTIFIED AS A SINGLE UNIT.  

ANY CHANGE TO THE COMPONENTS DESCRIBED IN 2 & 4 ABOVE WILL REQUIRE IMMEDIATE RECERTIFICATION.

	11. I hereby certify that the above are true tests and cumulatively comply with the product manufacturer’s minimal operational specifications.

     


      

     



	Independent testing company
Signature of authorized representative
Date of certification


Recertification is required annuallly.  It must be posted at the rig and match the BOP equipment in use.  
Mail original to: Permit and Bonding Unit, Oil, Gas, and Minerals Division, Michigan Department of Environmental Quality, P.O. Box 30256, Lansing, MI  48909‑7756; or DEQ-OGMDpermitapplications@michigan.gov.
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